
 

 

www.meridian-barrier.com 

 

 

▪ Minutes to set up inside a taper 
▪ One person deployment  
▪ Ideal for temporary & long-term road closures 

WE OFFER RENTAL AND PURCHASING OPTIONS! GIVE US A CALL TO DISCUSS YOUR NEEDS (434) 529-6903 

 
 

Scan to see the      
Archer-Guard                  

in action! 

Archer-Guard 

Archer-Guard Certifications 
MASH Test Test Vehicle Vehicle Weight Impact Speed Stopping Distance 

TL 1-40 1100 C (Passenger Car) 2,370 lbs. 31 mph 24.7 ft 
TL 2-40 1100 C (Passenger Car) 2,425 lbs. 44 mph 38.2 ft 
TL 1-41 2270 P (Pickup Truck) 4,995 lbs. 31 mph Satisfactory 
TL 2-41 2270 P (Pickup Truck) 4,995 lbs. 43 mph 45.2 ft 

  

Modular work zone barriers to protect workers. 

▪ Reusable after impact  
▪ Lifetime warranty  
▪ Expandable to fit any road width  
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Archer-Guard Trailer 

Two options to meet your work zone needs. 

3 Archer-Guard Trailer Kit 2 Archer-Guard Trailer Kit

Blade Scorpion Archer-Guard 
Reusable Not reusable after impact Not reusable after impact Reusable after impact  
Warranty Limited warranty Limited warranty Lifetime Warranty 
Protection Protects one location Protects one location Protect multiple locations with one trailer 
In Use Requires a person in the vehicle Requires a person in the vehicle The Archer-Guard can be left unmanned 
Footprint Large footprint won’t fit all work zones Large footprint won’t fit all work zones Setup the Archer-Guard in any work zone 
Maintenance  Typical maintenance for a large vehicle Typical maintenance for a large vehicle Archer-Guard requires no maintenance 
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